A-Lock® Safety
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Hydraulic quick coupler with double safety

Two hands operation, acoustic locking control
Optical locking control from the operator’s cabin
Integrated connectors for rotation circuit
Loading hook serially "

Underwater usage possible

1) Class 1 only with loading eye
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Quality without Compromise.
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\ Advantages

Fits to all kinds of excavators

Form locking system

Pin to point distance is the same as with OEM bucket,
no reduction of breakout force

No pressure needed once locked

No mechanical safeguard needed

Safety-Box
with acoustic
locking control

APPROVED SAFETY
T CONFORM WITH THE
Tw EUROPEAN STANDARD

Q BG BAU (SoR1i) CERTIFIED A-Lock Safety, Klasse 6 Combi,
sealed version and Class 2

Available in the classes:

Class ci1 cl2 cia2c OB ok OLBIG
Exc. weight, to* 35-6 6-10 10 - 12 see A-Lock Compact plus
Class o cl4 cl5 ci5C cl6 cl6C
Exc. weight, to* z 35 - 46 44 - 60 50 - 65 60 - 90

* The classification is only a rough recommendation, excavator weight according to individual parameters
All rights as well as printing errors reserved Version 0307

WIMMER Hartstahl GmbH.&Co.KG. und WIMMER Felstechnik GmbH.

Industriestral3e 3, A-5303 Thalgau, AUSTRIA, Tel.: ++43 (0)6235 6655 0, Fax.: ++43 (0)6235 6655 18

WIMMER Canada Inc., 9999, Boul. Parkway, Anjou, (QC) CANADA HIJ 1P7, Tel.: ++ 514 355 64 24

Wimmer Budejovice, Ruldolfovska 170 a, 37 001 Ceské Budejovice, Tel.: ++420 387 203 735, Fax ++420 387 203 735

www.wimmer.info office@wimmer.info

WIMMER
Auth. WIMMER dealer:

Quality without Compromise.



